HAND-HELD GPS
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SP12X : hand-held GPS has the new 12 satellites technology, an Internal Guide™, 3 levels of use, integrated antenna, graphic displays, 600 waypoints with commentary, 20 reversible routes of 20 waypoints, direct Man Over Board function, plotter function with 300 points of track.

Delivered with : velcro fixing, lanyard, Specified and Advanced Operations, Quick Reference card and Presenting Your Personnal GPS.

UWAGA : wkrótce NOWOŚĆ : 

· wygląda tak samo , ale wszystko po polsku oraz :

· technologia 2,7 V - 36 do 100 gozdin pracy z 4 baterii

· 2 x 12 kanłów - natychmiastowa recepcja satelitów

· odbiornik wspomagany fazowo - 3 m. rms

· własna mapa do 1000 punktów węzłowych

· baza 400 punktów Polska 
 

FIX GPS / DGPS

PRO 
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FX412 PRO : professional fix GPS with built in DGPS receiver for fishing market. 

Professional version including Decca, Toran, Loran C, UTM and Lambert coordinates. The new pro version is compatible with cartography on CD-ROM, correction functions and FAD function.

Delivered complete with : antenna with a 10 m coaxial cable, 0,85 m whip, 1 power and data cable, bracket with knobs and screws, user’s manual and quick reference card.
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FIX GPS / DGPS WITH CARTOGRAPHY

 NEW
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FX312 XC : NEW fix GPS with chart on CD-ROM The main characteristics of the GPS with cartography are the same as the FX312. The FX312 has an increased memory for storing up to 2 electronic charts loaded from an MLR cartography CD-ROM. The charts may be changed and reloaded at any time.

Delivered complete with : 1 CD-ROM, antenna with a 10 m coaxial cable, 1 standard power and data cable, 1 power 220 VAC to 12 VDC adapter and PC plug data cable, bracket with knobs and screws, user’s manual and quick reference card.
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FX412 XC : NEW fix DGPS with charts on CD-ROM. The main characteristics of the FX412 XC are the same as the FX412 and the cartography is the same as the FX312 XC.

Delivered complete with : 1 CD-ROM, 1 antenna with a 10 m coaxial cable, 1 standard power and data cable, 1 power 220 VAC to 12 VDC adapter and PC plug data cable, bracket with knobs and screws, user’s manual and quick reference card.
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GPS RADIO BUOY SYSTEM

 NEW
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RBX02

[image: image7.jpg]Bande: 1.8 - 60 MHZ

Puissance (max) : 100 Watts PEP ou CW
Puissance (min) : 3 Watts PEP ou C
Longueur antenne : > 2,5 m (3,5-60 Miz)

> 7m (inférieur i 3,5 MHZ)
Tension d*alimentation : 12,6 VC'

Etanche : IPX7
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TXB02 + RXB02


GPS RADIO BUOY RBG 02: radio sell call buoy for a discrete, high accurate and remote positioning. The RBG02 buoy offers a positionning within 100 NM around the receiver.
RXB 02 : Radio receiver for buoy RBG 02 with 4 tons generator to call the buoy with the SSB transmitter on board or with the TXB 02.

TXB 02 : Optional transmitter for calling RBG02 in case there is no SSB on board 
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LORAN C SYSTEMS
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LRX22P : Navigation receiver using Loran C chains, the NELS and CHAYKA. The LRX 22 P is unique because of its 3 operating modes : single chain, dual chain and cross chain. These 3 operating mode provide a larger operating cover. The LRX22P has become a standard equipment for commercial ships, mostly in GERMANY.
Delivered with : stick antenna, stainless steel bracket for antenna, 15 m coaxial cable with connector, power and data cable, bracket and knobs, user’s manual..
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- Spiral bowl antenna with 10m cable and TNC plug. 
- Spiral bowl antenna with 10m cable and BNC plug. 

ANTGPS16T

ANTGPS16B
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- Magnetical patch antenna with 3m cable and TNC plug.

- Magnetical patch antenna with 3m cable and BNC plug.
ANTGPS19T

ANTGPS19B
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